= < 'WELL SCREENS|

- w. Galvanised - Stainless steel

BY ENERPEC INDUSTRY

sales@enerpec.com - Website: www.enerpec.com
Phone: +216 71 432 567 - Fax: +216 71 432 594
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Wire Wrapped Screen

We recognize that Well Screen technology is the most important factor Wire hight
affecting the well production efficiency. Supportrods  wie
ENERPEC Screens offer two main effective value:

-Non clogging: The "V" Shaped Screens construction mode enlarge
the open area and avoid the clogging with a low maintenance cost it
needs a simple water jet and a back washing.

-long life: this type of screen has a high Chemical and thermal resis-

tant by offering the flexibilty to choose a large variety of corrosion re-

sistant stainless. Steel materials and alloys suitable for high tempera- Sl.lpﬂﬂf:.

hight
tures and pressures,
Screan hight
OUR SCREENS SPECIFICATIONS
0.D Slot Length Cp Ts N.B:
ineh mm u.:r:&r: warm feat m psi | BaBy| we | Tonim
4" 609,656 From = 0.0: Scraan Qutside Diamoter
Fram | From From = Shot: Width Debween tow consecutive wires
20" 508 a0
= 145 10 o 40 = Cp: Collapse Pressure
18 4086,4 ta to to = Ta: Tensila Strength
Fram Pro 280 20 110
13"3/8 3398 m 220
- = End coupling designed as customer request
10" 344 273,1 0.1
—— e | ——— 20 & = Max Owver all alement Length Smeters{20 Ft}
as/8 2445 | ™ to A Ll Bt | iy and can be sharter
8"5/8 g1 | 20 6 | (VL 20 10 - Tolerance is :0.002 in and +0.05 mm
a7 1937 LE:] (1] L] 1]
6"5/8 1683 1740 | 120 | 140 70
4"1/2 1143
Wires profile specifications:
[mim}
: h| a7y |xa|as|52]| 6 | 7
b|27| 27| 32]|332]35]| 38
h 070 LOR0 (140
b SOE0 090 080
L T 2
H b2 E 2 4 5
5
H
; h2 = A30 B0 (200 = Mentionned values at the tables are
bz | = 050 oe0 | .iz0 for standards products and can be
customized according to customer
hE . 5 I inguiry.
-
B o2 o 25 - Materials: AISI 304 - 304L - 316 - 316L -
E 904L - Low Carbon Steel and Galvanized
2 n3 = 130 L2850 Steel
d2 £ 090 125
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Pipe Base Screen .

e

Screen design is a critical element in drilling an efficient well, to ensure this efficiency the
screen should have:

-The required strength

-Slot uniformity

-A largest possible open area
 EE— For a deep well the stress resistance in insured by perforated pipes which is covred by the wire
wrapped screen jacket. This combination offer us the named product ENERPEC Pipe Base
Screen combining an hydraulic effenciency with a great strength.
The incoming flow is diverted between support rods inside the pipe throw the holes.
The screen jacket and perforated pipe are assembled by the welding process to make a switable
rugged unit for deep wells.

"

B R

n

.

= Pipe Base Wire Screen
= Perforation

== 0.D. 0.D.

= Size

E=o)

= : 2 :

E=0) in mm in mm in mm
Ezz; | .

= 4 101,6 0,375 9,53 4,50 114,3
gy | S B ——_ L — e e
5’ 5,563 | 141,3002 0,375 9,53 6,63 168,275
B = 6,625 | 168,275 0,375 9,53 7,63 193,802
= 7,625 | 193,675 0,375 9,53 8,63 219,202
= i

= 8,625 219,075 0,375 9,53 9,63 244,602
=) 9,625 | 244,475 0375 9,53 10,75 273,05
= 3 11,75 | 298,45 0,375 9,53 13,38 339,725
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= i - * Perforation size and hole spacing is upon request

= * Metallurgy: Screens available in AIS| 304 - 304L - 316 - 316L - 904L

Egzi - Low Carbon Steel and Galvanized Steel; base pipe available in a multitude of materials
Egj upon request
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Pre-packed Screen

. For a successful developement well in fine sand
or hard formation and mainly in deep well depth
where the gravel pack install is difficult almost
impossible; it is suggested to use ENERPEC
pre-packed screen which offer the benefit of;

-A small bore hole
-A thinnest gravel pack already installed
-A guaranteed result
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Pre-Packed Screen Standard Product Sizes e
Pipe Base _Int. Wire Screen | Wn
on. wor | S| e
Size . e -l Vi
N \""‘-- T B “_-!nr. £ &' _::-
in mm in mm _"In:.‘_:h""‘--mm- v lan 2 rgfl_g
e L ,'_L&_ E
4 101,6 0,375 9,53 NS 1143 & 7m W,
5563 | 141,3002 | 0,375 8,53 663 |- 168,275 863 i_n?.gl;r
6625 | 168,275 0,375 8,53 T Htaam . 3 Fu&
s [wes| o | o |TTae L wsme 7| Wors | fz"’ 3o
= a,szs. 219,075 0,375 8,53 Vel [ ‘mﬁuz ’. 12,50 f' !'311,5;“
= 8,625 | 244,475 0,375 9,53 1075 T T 2‘73}05 o ] P R1275 pii3,
- 1175 | 29845 0,375 9,53 1338 339,725 16,00 M,F
- — 11': n, P—
= —_ —" A —
NB = . s H. ?"t f ’ Jlr} l'
* Perforation size and holes spacing are upon request. = v s ‘ ™ -
* Metallurgy: - Screens are available in AIS1 304 - 304L - 316 - HBf MLw%nﬁlulandhhinlzNMﬁ B
- Pipes are available in multitude materials gr*mnnmdﬁ ] . F:' e
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ENERPEC INDUSTRY

Head Office:

5t Gobin Industrial Area - Megrine
Factory:

Ras Jebal - Bizerte Tunisia

Phone: +216 71 432 567
+216 71 432 594 sales@enerpec.com bbb

Fax:



